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Max. Operating Temperature Short Circuit Temperature Test Voltage (AC) 2 kv- 2.5 kV Flame Resistance Unleaded Stranded Installation Temperature Min. 5° Internal Wiring
Max isletme Sicakhig Kisa Devre Sicakhidi Test Gerilimi (AC) 2 kV- 2.5 kV Aleve Dayaniklilik Kursunsuz Orgiilii Serim Sicakligi Min. 5° i Tesisat
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In Conduit High Temperature Resistant Solid
Boru iginde Dagtim Panolan Som
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H0521-U / H07Z1-U HO7Z1-R
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H0521-U (300/500V)

Rated Overall Diameter of Current Carrying Capacity in Conductor DC Net Weight Amount of
Cross-section Cable (Approx) Air Resistance at 20°C (Approx) Packing

H07Z1-U (450/750V)
Rated Overall Diameter of Current Carrying Capacity in Conductor DC Net Weight Amount of
Cross-section Cable (Approx) Air Resistance at 20°C (Approx) Packing

30555 100
.6 43% 54 308 6385 100

H07Z1-R (450/750V)

Rated Overall Diameter of Current Carrying Capacity in Conductor DC Net Weight Amount of
Cross-section Cable (Approx) Air Resistance at 20°C (Approx) Packing

25 30 3 74 3221 100

.6 465 54 308 6516 100

.6 67 9 15 16283 100

3% 93 158 0524 34329 1000

70 1255 245 028 66071 1000

120 1585 344 0153 11239 1000
300 25,05 608 0,0601 2863,5 1000




