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Max. Operating Temperature Short Circuit Temperature Test Voltage (AC) 4kV Flame Resistance Unleaded Stranded Installation Temperature Min. 5° Industrial Installations
Max isletme Sicakligi Kisa Devre Sicakligi Test Gerilimi (AC) 4kV Aleve Dayaniklilik Kursunsuz Orgillii Serim Sicaklig Min. 5° Endilstriyel Tesisat
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In Conduit High Temperature Resistant Solid Internal Wiring In Concrete Direct Buried
Boruiginde Dagjitim Panolan Som i Tesisat Betonginde Toprak Attinda
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Teknik Ozellikler

N2XRH (0.6/1kV)

Rated Overall Diameter of Current Carrying Capacity in
Cross-section Cable (Approx) Air Ground

XlermAWA 1398 102 W5 5 33853 1000
_DGSmMAWA A7 70 77 054 60278 1000
_X70mAWA 2070 263 2% 0268 98031 1000
X20mAWA 2454 380 39 0153 15595 1000
XBSmAWA 2873 S7 445 00991 22687 1000
o XiSe 38 24 3121 34651 1000
e t651 42 52 4gl S8l 1000
_2om  eM A 8 18 84044 1000
a5 5% 133 W5 077 15 1000
o Xise 43 24 3 121 5 1000
¥ W9 o 4§ 693 1000
_ 3awom 2058 a8 18 95307 1000
s 73 133 M5 077 8456 1000
_ 3Xs0rm 3248 19 206 03§ 2785 1000
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Conductor DC Net Weight Amount of
Resistance at 20°C (Approx) Packing
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Teknik Ozellikler

N2XRH (0.6/1kV)

Rated Overall Diameter of Conductor DC Net Weight Amount of
Cross-section Cable (Approx) _ Resistance at 20°C (Approx) Packing

4S89 » 40 74l 58364 1000
_axere 9% 53 64 308 847 1000
_4Xterm 2510 98 M2 115 1558 1000
oo e@sm s 1 7054 2891 1000
_ sase 67 24 321 5%26 1000
_ vAe 905 4 5 46 77053 1000
_sdom 4 A 8 18 186 1000
oS 70 13 W5 077 A9 1000
_mOm 3948 197 206 03y 4691 1000
36O 24&) 98 M2 115083 W29 1000
_ 3G506m 3019 12 A 054715 23930 1000
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