Aluminium Underground Cables
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TS IEC 60502-1

b

"?0~h°°hlw? w;?0 °heU "25,20© °A©? 7°© 878 WA~hehA~ !%>8&20%P®° Aw °h %o

Xé&he E?20hw?e X 'W?°~? 7a2 twaWa 1 LOUEWAE wWAE~heaA~ 24?0 X & %ow?

523"°.@33©27“2§’?V?:W°f*‘?© ARG C "E! Dhww?© 1%0222+°©h2 1%}
. "El "% wUA A ) %+ ssont ta®

"2°0 E%w® U? V IW - tE

"72°0 E2@hwh~h V W "El 2\? ©°\
Ilheh~A~ Pe°® ww °h%os ?2-120 °A©? @ "E! bawaT
7?7©h~ 2a2 twaWa lheh~A~ :

lheh~A~ ?2¢8heU — 8hA° <

Iheh~A~ £t-?71©a$ 'a @
— 0928 E%w°® U? © B H tE ¢?\h©® "?1?t?w?0©h< 2 88?7 4a8a-w °~ w ©a U7
*~ E?©hwh~h w°ae8 tAww cawa®©B ' ©1? 8A©A~A«8 \©° °h

1% ~~%ewa A°?8 Ae820UO% A+8 he 2h°4 «?2°U!
2%0°°?2°h%0*°B Pe 2 °? % T h~] 2°< °\? whe? T
g

ooc| [2s0c| | 4 | | Y A\ e

Max. Operating Temperature Short Circuit Temperature Test Voltage (AC) 4kV Flame Resistance Unleaded Stranded Installation Temperature Min. 5° Industrial Installations
Max isletme Sicakligi Kisa Devre Sicakligi Test Gerilimi (AC) 4kV Aleve Dayaniklilik Kursunsuz Orgillii Serim Sicaklig Min. 5° Endilstriyel Tesisat
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In Conduit High Temperature Resistant Solid Internal Wiring In Concrete Direct Buried
Boruiginde Dagjitim Panolan Som i Tesisat Betonginde Toprak Attinda
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YAXCV / NA2XCY
et

YAXCV / NA2XCY (0.6/1kV)

Rated Overall Diameter of Current Carrying Capacity in Conductor DC Net Weight Amount of
Cross-section Cable (Approx) Air Ground Resistance at 20°C (Approx) Packing

3X35/16 27,90 122 132 0,868 941,54 1000

3X70/35 35,40 189 197 0,443 1700,1 1000

3X120/70 43,40 270 266 0,253 2785,9 1000

3X185/95 53,00 357 340 0,164 41294 1000

3X300/150 65,80 501 455 0,100 6469,8 500




