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Max isletme Sicakligi Kisa Devre Sicakligi Test Gerilimi (AC) 4kV Aleve Dayaniklilik Kursunsuz Orgiilii Serim Sicakligi Min. 5° Endilstriyel Tesisat
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In Conduit High Temperature Resistant Solid Internal Wiring In Concrete Direct Buried
Boru iginde Dagjitim Panolari Som Ig Tesisat Beton Iginde Toprak Atinda
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-y Standart
Teknik Ozellikler TSHD 604 S1 | VDE 276-604

N2XH (0.6/1kV)

Rated Overall Diameter of Current Carrying Capacity in Conductor DC Net Weight Amount of
Cross-section Cable (Approx) Air Ground Resistance at 20°C (Approx) Packing

_ Xd%m 8 02 W5 105 19372 1000
_1X3m M3 70 177 054 37906 1000
_X70mm 1455 263 2% 0268 70267 1000
_ X10m 1765 38 349 0153 7646 1000
_Xa8Sm 8 507 445 00991 18005 1000
_X300m 2680 697 663 00601 28985 1000
5. 90 32 40 741 12812 1000
_ 2X6re 1200 53 64 308 25840 1000
_Xt6rm 1620 98 M2 115 5393 1000
_23m 186 %2 A 054 10695 1000
_ 325re 960 32 40 741 15359 1000
_ 3ere 1266 53 64 308 33411000
_ 3XW%m  w7s9 98 N2 105 69507 1000
_ 33m 233 %2 74 054 13658 1000
_ 370m 308 250 254 0268 2506 1000

3X300 rm 57,66 649 585 0,0601 103374 250
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N2XH (0.6/1kV)

Rated Overall Diameter of Current Carrying Capacity in Conductor DC Net Weight Amount of
Cross-section Cable (Approx) Air Ground Resistance at 20°C (Approx) Packing

_ 4X25re M2 32 40 741 20402 1000
_ 4Xére 1372 53 64 308 3808 1000
_ 4X%6m 197 98 M2 115 877 1000
_ 43srm 2610 162 174 0524 17430 1000
_4x70m 3416 250 254 0268 32413 1000
_ S5X15re M3 24 31 121 18441 1000
_ SX4re 1352 4 52 46 33893 1000
_ 5Xlorm 182 74 8 18 70714 1000
_ 5X25rm 2606 133 W45 0727 15931 1000
_ 5Xsorm 325 197 206 03 27751 1000
_ 3X25416rm 2274 133 M5 07277115 11993 1000
_ 3Xs0+25rm 2805 197 206 0387/0727 20286 1000
_ 3X95+50rm 3628 308 305 0193/0.387 38365 1000

3X240+120rm 54,28 564 517 0.754/0.153 425,4 250




